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Micro Switches

Micro Switches

MP90 Series

B 8% Model| wPo0 700510 MP90_Z00S15 | MP90_Z00S25 | MP90_Z00S30
10.17 & @2.18 | OF Max(N) 1.00 1.50 2.50 3.00
@J,: RF Min(N) 0.10 0.35 0.40 0.60
2 & 9.5 5 PT Min(mm) 11
rar. 4 S| ™ 0 -
© T 14 X 12 ™ © OT Min(mm) 0.6
0 N ~F
o 21.8 MD Max(mm) 0.2
@2.5 7.5 7.5 @2.25 L
24.28 3.42 OP(mm) 84+0.3
MP90 00 7.88
14.3 = 1 g
o 3.5 B 5% Model| wpoo 703510 | MP90_ 703515 MP90_Z03S25 | MP90_Z03S30
“ OF Max(N) 0.45 0.60 1.00 1.20
Fra] )
— RF Min(N) 0.03 0.08 0.10 0.15
o PT Min(mm) 4.00 4.00 4.50 4.50
0
— - OT Min(mm) 2.00 2.00 1.50 1.50
/2.8 MD Max(mm) 0.80 0.80 0.80 0.80
19.9 6.45 OP(mm) 10713 | 107+1.3 | 107+16 107+1.6
MP90 03
3.5 B 5 Model| MP90 202510 | MP90_Z02515 MP90_Z02525 MP90_Z02S30
n OF Max(N) 0.40 0.50 0.85 1.10
===\
- [ RF Min(N) 0.02 0.06 0.08 0.12
~
© PT Min(mm) 4.50 4.50 5.00 5.00
0
8 o =71 OT Min(mm) 2.00 2.00 1.50 1.50
0 5 1.8 14
@25 7.5 . 2225 2.8 MD Max(mm) 1.20 1.20 1.20 1.20
19.9
6.45 OP(mm) 111+£15 111+£15 11.1+£1.8 111+£1.8
MP90 02
How to order: Specifications:
16 Operating temperature: -40°C ~ +125°C
M Pgo Operating speed: 30mm~600mm/s(without lever)
Operating frequency: Mechanical 60 cycles/min
) . i Electrical 15 cycles/min
I RATING CURRENT: Kl ACTUATOR TYPE: % ?EERATlNG FORCE: Insulation resistance=100MQ (500VDC)
H 10.1AGP 125/250VAC 00 No lever ’ Contact resistance<50mQ
1/4hp 125VAC (UL) 01 Short lever 15 1.5N )
10(4)A 250VAC (EN) 02 Long lever 25 25N Test voltage: . -
( ) ’ 9 30 3.0N - Between terminals of the same polarity: AC1000V, 50/60Hz, 1min
1E4 40T125 03 Middle lever : - Between current-carrying metal parts and ground(case), and between each
K BAGP 125/250VAC (UL) 05 Roller ] terminal and non-current-carring metal parts: AC1500V, 50/60Hz, 1min
6A 250VAC (EN) 06 Arc lever [ MOL.JNTIN_G' Vibration resistance: 10~55Hz, 1.5mm Double amplitude
s« NO fixing pin

UO-1N &

5E4 40T125
1AGP 125/250VAC (UL) ,,
1A 250VAC (EN)

5E4 40T125

0.1AGP 125/250VAC (UL)
0.1A 250VAC (EN)

5E4 40T125

0 wTom

CONTACT:
SPDT
SPST-NO
SPST-NC

sales@greatecs.com

L Left side fixing pin

TERMINAL TYPE: R Right side fixing pin

Solder termi

nal

PCB terminal 0.6x0.5
PCB terminal 1.3x0.5
Left side PCB terminal
Right side PCB terminal
110 quick-connect

Shock resistance: Malfunction: 300/m?(approx.30G)max

Life expectancy: Mechanical 21,000,000 cycles
Electrical 210,000 cycles

Case protection degree: IEC IP40

Moving piece
Contact
Cover
Case
NC terminal
NO terminal
Support
Epoxy resin
Lever
: Pull spring
: Plunger
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Micro Switches

Micro Switches MP90 Series
12 by 3.5
\" N B 5% Model| wpPoo 706510 MP90_Z06S15 MP90_Z06S25 MP90_Z06S30
o OF Max(N) 0.50 0.65 0.95 1.30
'—@m 5 RF Min(N) 0.03 0.08 0.12 0.16
@ R 9.5
NN - PT Min(mm) 4.00 4.00 4.50 450
14 % S S
e B ® 21 | oT Min(mm) 2.00 2.00 1.50 1.50
© 21.8 | AT
@2.5 7.5 7.5 @2.25 > 8 MD Max(mm) 0.70 0.70 0.70 0.70
19.9 — OP(mm) 16.0+1.3 16.0+1.3 16.0+1.6 16.0+1.6
6.45
MP90 06
Circuit lllustration
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Mounting hole dimension

R RE PCBisFLs /A BIEPCBIHF
Mounting holes PCB teminal Left/Right Side Terminals
I 2 8 ) L )@
2.25[E Fixedpin)| /| 4 o
@2. 2R F 1 #4( Screw ) @ _(B 9.5 ?1.65
9.5 LL il N
- Tos 1 75 1N\@1.3
. )
Terminal dimension
F48#i%F solder terminal P:PCBimF1 (0.6x0.5) PCB terminal 1 B:PCBifF2 (1.3x0.5) PCB terminal 2
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L: Z{BIEPCBi#F Leftside PCB terminal R: AIEPCBI#F Right side PCB terminal T: 110B#Z%F Quick connect terminal #110
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