All specifications are restricted to QA test criteria.
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Single Pole THT Rotary Switches RB37 Series

SPECIFICATIONS

1POLE , 2 POSITION~8 POSITION ( STOP LESS) are
Available

POLE - POSITION

CONTACT RATING 0.5A 24V DC ; 0.2A 48V DC

2Qmax. 1.5V DC; 100 mA,

CONTACT RESISTANCE
by Method of Voltage DROP

INSULATION RESISTANCE 100 MQ min. 500 V DC

Breakdown is not Allowable ;

DIELECTRIC STRENGTH
500 VAC for 1 Minute

400 + 250 gf.cm

OPERATING FORCE 230 % 100 gf.om

OPERATING LIFE 2,000 cycles
OPERATING TEMPERATURE RANGE -20°C ~70°C
DIMENSIONS
‘ 14.96 450
8 0.76 COMMON
o 7.23 3.04 TERMINAL
2.16 e
. (]
[] &
_ O — g
e o (=) o ~ ma—
S o [ 1 o
d ®) )
O E
|
I
?4.2 -
076 J‘
RB37S8A8
SCHEMATIC P.C.B. LAYOUT
TRAVEL TPOSITION. 450
0° C - C (OFF)
45° C-1
90° c-2
1357 C-3 START
180° Cc-4
225° c-5
270° C-6 ]
315° c-7 8209 RS ’
How to order:

RB37|

| MATERIAL & WEIGHT

B FRAME - PA+GF

| POLE: TORQUE:
S 1 Pole (std.) A 400 gf.cm B SHAFT - PA + GF
POSITION: B 230gdfcm B TERMINAL - BRASS GOLD PLATING
8  NON-Stopping C-C TERMINAL: B 08+0.05g/pcs
7 7 Position C-7 8 8Pin
6 6 Position C-6 7 7Pin
5 5 Position C-5 6 6Pin
4 4 Position C-4 5 5 P!n
3 3 Position C-3 4 4 P!n
2 2 Position C-2 3 3Pin
1 1 Position C-1 2 2Pin
1 1Pin
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